
SEALS AND PROTECTS AGAINST 98 MPH
WIND-DRIVEN RAIN

BINDS PAINTS TO PAINTED OR UNPAINTED
BRICK, STUCCO, VINYL AND METAL

STRENGTHENS MORTAR JOINTS, SEALS CHALKY
SURFACES AND HELPS PREVENT EFFLORESCENCE

REVITALIZES FADED COLOR ON METAL
OR VINYL SIDING AND PRE-CAST ROOF TILES

The problem solving primer 
for exterior repainting and 
surface prep over latex or 
oil-based paint, masonry 

and more.

1 US GALLON /3.78 L

VOC < 50 g/L – Waterproofing Sealer Category
VOC: menos de 50 gramos por litro – Categoría de selladores impermeabilizantes

EXCELLENT DURABILITY
INTERIOR/EXTERIOR USE

Durabilidad Excelente
De uso Interior/Exterior

FOR COATED & UNCOATED
VERTICAL SURFACES

Para superficies verticales
con y sin cobertura

REJUVENATES FADED VINYL

BRIGHTENS ALUMINUM PROTECTS BRICK

SEALS STUCCO GREAT PAINT ADDITIVE

COVERAGE (sq ft)*

80-300
*First coat, depending on surface porosity

STUCCO

FOR USE ON:

BLOCK

BRICK

SIDING

VINYL CONCRETE IMPRIMADOR/SELLADOR IMPERMEABILIZANTE

WATERPROOFING PRIMER/SEALERWATERPROOFING PRIMER/SEALERWATERPROOFING PRIMER/SEALER
ORIGINALORIGINALORIGINAL

REVITALIZES, SEALS & PROTECTS
Revitaliza, sellos y protege

GOES ON MILKY WHITE; DRIES CLEAR.
Se aplica blanco lechoso; transparente una vez seco.

BINDS CHALKY SURFACES

Wind Driven Rain
up to 98 mph

STOPSSTOPSSTOPS

35
YEARS

PRO-PAINTER’S CHOICE
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Description: Imprimador / sellador satinado penetrante, transparente e impermeabilizante para uso en superficies 
verticales; acrílico a base de agua, de aroma leve y bajos COV.
Usos típicos:
� Sellar ladrillo, estucado y hormigón   � Rejuvenecer ladrillo y yeso antiguos
� Dar brillo a revestimiento/paneles de aluminio � Imprimar revestimientos/paneles de vinilo
� Unir superficies pulverizadas � Como aditivo de pintura para prolongar la
  vida útil y la cobertura
� Regulador del pH en cemento caliente � Repelente de polvo e imprimante para pisos
Importante: Lea completamente las instrucciones. Recomendado: Usar guantes de protección, anteojos de seguridad y 
ropa de trabajo.

PREPARACIÓN DE LA SUPERFICIE* 
La superficie debe estar limpia y seca. Quite la pintura suelta y el exceso de tiza. Repare las grietas y las roturas de la 
superficie. Cubra las puertas, ventanas, etc. Tenga cuidado si realiza la aplicación en días ventosos.

APLICACIÓN
Lea la sección “LIMITACIONES” antes de usarlo. El sellador está listo para usarse. 
No lo diluya. Aplique con brocha, rodillo o rociador (para jardín o sin aire). Nivele las aplicaciones rociadas para asegurar 
la penetración. Aplique por lo menos dos capas; deje secar 2 horas entre capas. Retire de inmediato cualquier rociado 
excesivo con agua. Nota: El sellador es de color blanco lechoso en la aplicación, pero es transparente una vez seco. 
COBERTURA: 80–300 pies cuadrados por galón, según la porosidad de la superficie. La aplicación de la segunda capa 
es 50% mayor. Para impermeabilizar el concreto desnudo vertical, se requieren dos capas.
TIEMPO DE SECADO: 2 a 4 horas, dependiendo de la temperatura y la humedad.
CAPA SUPERIOR: Al secar, puede usarse un revestimiento de látex, al aceite o elastomérico.
ADITIVO PARA PINTURA: 4 - 8 oz. de SEAL-KRETE® Original puede ser mezclado con un galón de pintura de látex para 
aumentar la cobertura.
IMPRIMADOR/SELLADOR: Aplique una capa de SEAL-KRETE Original. Deje secar 2-4 horas y verifique que la 
superficie no tenga polvo.  Si la superficie todavía se pulveriza, aplique una segunda capa.
LIMPIEZA Y ALMACENAMIENTO: Limpie con agua y jabón todas las herramientas de aplicación inmediatamente 
después de usarlas.  Almacene el producto sin usar en un lugar seco a temperaturas por sobre los 32°F (0°C). EVITE 
QUE SE CONGELE.
LIMITACIONES: Aplique en superficies verticales a nivel superior o como imprimador en superficies horizontales. No es 
para uso a nivel inferior. No aplique si se espera que llueva en menos de 12 horas o que la temperatura descienda por 
debajo de los 50°F (10°C) dentro de las 24 horas siguientes a la aplicación. No lo use en piscinas de natación, piletas 
para aves ni accesorios que usen agua, cedro o madera rojiza o en áreas donde es posible que se desarrolle presión 
hidrostática. No lo use sobre sustratos muy porosos como bloques decorativo de baja densidad (en su lugar use 
SEAL-KRETE® Heavy-Duty). 

PRECAUCIÓN: Evite contacto con los ojos y el contacto prolongado con la 
piel. No ingerir. En caso de contacto con los ojos, enjuáguelos a fondo con 
agua. En caso de contacto con la piel, lave el área afectada con jabón y 
agua. En caso de ingestión, no induzca el vómito. Tome 1–2 vasos de agua 
y busque atención médica. MANTENGA LEJOS DEL ALCANCE DE LOS 
NIÑOS.
     ADVERTENCIA:  Cáncer y daños reproductivos –www.P65Warnings.ca.gov
SATISFACCIÓN GARANTIZADA: Si no está satisfecho con este producto, comuníquese con el Soporte Técnico de 
Rust-Oleum al 800-323-7357 para obtener un reemplazo del producto o un reembolso del total del precio de compra. 
Consulte el número del producto y el código de lote.
SOPORTE TECNICO: Para mayor información sobre la preparación de la superficie o directrices de aplicación, o para 
obtener una Hoja Informativa sobre Seguridad de Materiales, llame al 1-800-323-7357 de lunes a viernes, 8 pm–5 pm, 
EST o visite nuestro sitio web: www.seal-krete.com.
*Lijar o quitar pintura con plomo puede ser peligroso. Para más información póngase en contacto con Centro Nacional de 
Información sobre el Plomo en EE.UU. llamando al 1-800-424-LEAD o visitando www.epa.gov/lead.

� Sellar ladrillo, estucado y hormigón
� Dar brillo a revestimiento/paneles de aluminio
� Unir superficies pulverizadas
� Regulador del pH para cemento caliente antes 
 de pintar

� Rejuvenecer ladrillo y yeso antiguos
� Imprimar revestimientos/paneles de vinilo
� Como aditivo de pintura para prolongar la 

vida útil y la cobertura
� Repelente de polvo e imprimante para pisos

Description: Penetrating clear satin waterproofing primer/sealer for use on vertical surfaces; 
water-based acrylic, low odor and low VOC.
Typical Uses:
� Seal brick, stucco & concrete � Rejuvenate old brick & plaster
� Brighten aluminum siding � Prime vinyl siding
� Bind chalky surface � Paint additive to extend life & coverage
� Buffer pH in hot cement prior to painting � Dustproofing and priming floors
Important: Read all directions thoroughly. Recommended: Wear gloves, safety glasses & protective 
clothing.

SURFACE PREP* 
Surface must be clean and dry. Remove loose paint and excessive chalk. Repair cracks and surface 
breaks. Cover windows, doors, etc. and use caution when applying on windy days.

APPLICATION 
Read “LIMITATIONS” section before use. This sealer is ready to use; do not dilute. Apply with a 
brush, roller or sprayer (garden or airless). Backroll spray applications to ensure penetration. Apply at 
least two coats, allowing two hours dry time between coats. Remove any overspray immediately 
with water. Note: Sealer goes on milky white but dries clear.  
COVERAGE: 80–300 sq.ft. per gal., depending on surface porosity. Second coat application is 50% 
greater. Two coats are required for waterproofing bare, vertical concrete.
DRY TIME: 2–4 hours, depending on temperature and humidity. 
TOPCOATING: May be topcoated with latex, oil-based or elastomeric coating when dry. 
PAINT ADDITIVE: 4-8 oz. of SEAL-KRETE® Original can be mixed with one gallon of latex paint to 
improve spread rate.
PRIMER/SEALER: Apply one coat of SEAL-KRETE Original. Dry 2-4 hours and check surface for 
chalkiness. If surface is still chalky, apply a second coat.
CLEAN-UP & STORAGE: Clean all tools immediately after use with soap and water. Store unused 
product in a dry place above 32°F (0°C). KEEP FROM FREEZING.
LIMITATIONS: Use on above grade vertical surfaces or as a primer on horizontal surfaces – not for 
below grade use. Do not apply if rain is expected within 12 hours or if temperatures fall below 50°F 
within 24 hours before or after application. Do not use on swimming pools, bird baths, water 
features, cedar, redwood or in areas where hydrostatic pressure is likely to develop. Do not use on 
very porous substrates like low density, decorative block (use SEAL-KRETE® Heavy-Duty instead). 

CAUTION: Avoid contact with eyes and prolonged contact with skin. 
Do not ingest. In case of eye contact, flush thoroughly with water. For 
skin contact, wash with soap and water. If swallowed, do not induce 
vomiting. Drink 1–2 glasses of water and get medical attention. 
KEEP OUT OF REACH OF CHILDREN.
     WARNING:  Cancer and Reproductive Harm – www.P65Warnings.ca.gov
SATISFACTION GUARANTEED: If you are dissatisfied with this product, contact Rust-Oleum Product 
Support at 800-323-7357 for a product replacement or a full refund of the purchase price. Refer to 
product number and batch code.
TECHNICAL SUPPORT: For more information on surface prep or application guidelines, or to obtain a 
Safety Data Sheet, call 1-800-323-7357, M–F (8:00 am–5:00 pm EST) or visit our website at 
www.seal-krete.com. 
*Sanding or removing paint containing lead may be hazardous. For information contact the National 
Lead Information Center at 1-800-424-LEAD or www.epa.gov/lead.


